
LUBRIFICADORES
COPO DE LUBRIFICAÇÃO 90°

www.hidromarinha.pt

Código HM Descrição H L C D F

10.003.08 LUBRIFI. 90° 6 x 0.75 17 16 5.5 9 6.5

10.003.10 LUBRIFI. 90° 6 x 100 20.3 18 5.5 11 6.5

10.003.14 LUBRIFI. 90° 8 x 100 20.3 18 6.7 11 6.5

10.003.16 LUBRIFI. 90° 8 x 125 20.3 19 6.7 11 6.5

10.003.18 LUBRIFI. 90° 10 x 100 20.3 19 6.7 11 6.5

10.003.19 LUBRIFI. 90° 10 x 125 20.3 19 5.6 11 6.5

10.003.20 LUBRIFI. 90° 10 x 150 20.3 19 6.7 11 6.5

10.003.22 LUBRIFI. 90° 12 x 150 22.8 19.3 8.4 12 6.5

10.003.24 LUBRIFI. 90° 12 x 175 18.4 21.9 5.8 13 6.5

10.003.38 LUBRIFI. 90° 1/8"GAS 20.2 16.4 7 10 6.5

10.003.40 LUBRIFI. 90° 1/4" GAS 24.1 22.7 9.1 14 6.5

10.003.32 LUBRIFI. 90° 1/4" SAE 17.2 17.1 5.2 9 6.5

10.003.26 LUBRIFI. 90° 1/4" W 19 18 5.8 9 6.5

10.003.34 LUBRIFI. 90° 5/16" SAE 19 18 6.7 10 6.5

10.003.28 LUBRIFI. 90° 5/16" W 18.7 17.8 6.1 9 6.5

10.003.36 LUBRIFI. 90° 3/8" SAE 20.6 16.9 7.4 11 6.5

10.003.30 LUBRIFI. 90° 3/8" W 18.2 16.8 5.3 10 6.5

10.003.37 LUBRIFI. 90° 3/8" BSF 18.5 18.5 5.8 11 6.5

Norma: 7663-A
Material: Aço zincado Fe/Zn 7 II / Aço INOX AISI 303/A2


